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3M™  Commercial Water Filtration System solves the water quality 
problems you encounter in different businesses

With our 3M Commercial Food Service Water Filtration Systems,  
you can protect your capital equipment while serving  
great-tasting food and beverage, clear ice and spot-free dishware. 

3M is committed to helping you maximize your profits through  
superior water filtration products!

For ensuring our customer can purchase 
a  brand-new product, an  "Authentication 
Label"  with unique serial number will be 
affixed on 3M™ Commercial Filtration 
System and Replacement Cartridge.

Over 80 years of high-end water filtration technology

Providing high-quality water with international recognition!
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Third Party 
Certification

Food & Drug Administration (FDA)
FDA is  an agency within the U.S. Department of Health and 
Human Services who is responsible for protecting the public 
health by regulating food and drug. FDA certification means that 
the certified material is safe and effective. 

NSF International  (NSF)
NSF International is an independent, Not-for-profit organization 
that helps protect consumers by certifying products and writing 
standard for food, water and consumer goods for over 70 years.  
Their ongoing commitment is to encourage everyone to live 
safer.  The standard of NSF is not only being adopted in American 
National Institute (ANSI) but also being recognized worldwide

3M™ Commercial Water Filtration Products are manufactured by using FDA CFR-
21 and/or NSF compliant materials and certified by NSF/ANSI Standard 42 and 53.  
Effectively reduce chlorine taste and odor, particulate, water-borne bacteria1 and 
cyst, etc. and retain the mineral in the water, so the filtered water is particularly sweet 
and delicious.

Sediments

Inhibit scale Chlorine
& Odor

Water-borne
 bacteria

Rust and Sand Cysts

*The filtration performance of each model is different, please refer to the product specification in this brochure
**Visit www.nsf.org for the claims associated with products that are NSF listed

1 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
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Water Flow 
Management  
System

Pre-Activated 
Carbon

Pharmaceutical 
Grade  
Membrane

High Strength 
Polypropylene 
Housing 

3M IMPACT
Filtration Technology

Over 99.99% of E.coli bacteria are reduced by 
the nylon pharmaceutical-grade membrane

Two-zone membrane providing superior 
cartridge sediment-holding capacity

The “IMPACT” stands for Integrated Membrane Pre-Activated Carbon 
Technology which combines a patented pharmaceutical grade 
microporous membrane and a pre-activated carbon block in a single 
cartridge to dramatically reduce pressure drop and practically eliminate 
the need for pre-filtration.  Effectively reduce over 99.99% of all water-
borne bacteria. 

 INTEGRATED
•	One cartridge accomplishes the job of a traditional 3 to 4 cartridges system

•	Polypropylene housing can against water pressure

•	SQC fast and easy cartridge change-outs design

 Pre-Activated Carbon
•	No activation steps are required

•	Polycarbon block are composed of fine activated carbon

•	High chlorine taste & odor reduction and resist the water hammer effectively

 MEMBRANE
•	Patented pharmaceutical-grade microporous membrane

•	Reduce Cryptosporidium and Giardia cysts

•	Enhance pleated membrane has increased four times of the surface area

•	Progressive particle separation to enhance cartridge sediment-holding capacity

Water-borne 
bacteria

Reduction	
Percentage

E.Coli >99.9989
P.fluorescens >99.9999
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COLD BEVERAGE

Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

BEV120

3/8” FNPT
VH3-NPT 

Valve-in-Head

HF20 1.5 (5.7)
9,000  

(34,069)
0.5 Sediment,  

chlorine taste  
and odor, cyst2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

0.2

Bacteria1,  
sediment,  

chlorine taste  
and odor, cyst2

Soft drink is composed of over 80% of water

From convenience store and restaurant to quick-service  
operation, the beverage machine is often the most profitable  
part of the business

3M™ Commercial Water Filtration System can reduce  
sediment & chlorine to enhance the taste of beverage,  
improve business profitability and extend the lift time of  
beverage facility 

Excess chlorine residual can cause 
unpleasant-tasting beverageCI CI

High turbidity can cause  
unappealing beveragesCI

Excess sediment can cause abrasion and 
short life on pumps, seals, o-rings & valves
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*	 Data for reference and based on half-year cartridge replacement
**	Actual product color and size may be slightly different from the product image.  Specification are subject to change with notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test.
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts

Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

BEV160

1/2” FNPT

NH3-NPT
Inlet Shut-off 
Valve Head

HF60 3.3 (12.6)
35,000 

(132,489)
0.2 Bacteria1,  

sediment,  
chlorine taste  

and odor, cyst2BEV190 HF90 5 (18.9)
54,000 

(204,412)
0.2

3M
™
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BEV160 BEV190BEV130 BEV140BEV120

39
.5

 c
m

10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm

54
 c

m

38
.1 

cm

44
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 c
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Model No Connection Filter Head 
Model

Replacement  
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Ice machine 
size lbs. - day 

(lbs/day)

Micron 
Rating 
(micron)

Reduction Claims

BEV120

3/8” FNPT
VH3-NPT

Valve-in-Head

HF20 1.5 (5.7)
9,000  

(34,069)
50 - 100 lbs 0.5 Sediment,  

chlorine taste  
and odor, cyst2

BEV130 HF30 1.7 (6.3)
14,000 

(52,996)
200 - 300 lbs 0.5

BEV140 HF40 2.5 (9.5)
25,000 
(94,635)

400 - 600 lbs 0.2
Bacteria1, sediment,  

chlorine taste  
and odor, cyst2

Ice is composed of 100% water

Many ice machine equipment failures are water-related

3M Water Filtration Products reduce chlorine and sediment. 

Reduce service calls and downtime that help to increase  

bottom line profitability

CI CI

Water Filtration System for

ICE MACHINE

Sediment, rust block the tube & solenoid Excess chlorine residual causes odor & corrosion in ice equipment

3M
™
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Model No Connection Filter Head 
Model

Replacement  
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Ice machine 
size lbs. - day 

(lbs/day)

Micron 
Rating 
(micron)

Reduction Claims

BEV160

1/2” FNPT

NH3-NPT 
Inlet  

Shut-off  
Valve Head

HF60 3.3 (12.6)
35,000 

(132,489)
800 - 1000 lbs 0.2 Bacteria1, sediment,  

chlorine taste  
and odor, cyst2

BEV190 HF90 5 (18.9)
54,000 

(204,412)
1200 - 1600 lbs 0.2

*	 Data for reference only and based on half-year cartridge replacement. Daily ice production capacity will vary depending on the maximum capcity of the ice machine
**	Actual product color and size may be slightly different from the product image.  Specification are subject to change with notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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BEV160 BEV190BEV130 BEV140BEV120

39
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 c
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10.2 cm 10.2 cm 11.4 cm 11.4 cm 11.4 cm
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Model No Connection Filter Head 
Model

Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction 
Claims

BEV125

3/8” FNPT
VH3-NPT 

Valve-in-Head

HF25 1.5 (5.7)
10,000 
(37,854)

1

Sediment1, 
chlorine 
taste and 

odor

BEV135 HF35 1.7 (6.3)
12,600 

(47,696)
1

BEV145 HF45 2.1 (7.9)
25,000 
(94,635)

3

BEV165

1/2” FNPT
NH3-NPT
Inlet Shut-off  
Valve Head

HF65 3.3 (12.6)
35,000 

(132,489)
3

BEV195 HF95 5 (18.9)
54,000 

(204,412)
3

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1	  Sediment reduction is tested and verified by manufacturer’s laboratory

Excess chlorine affects the food color and tastes

Water Filtration System for

Hot Cooking 
Equipment 

3M
™
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BEV165 BEV195

BEV135 BEV145BEV125

43
.2

 c
m

10.2 cm 10.2 cm 11.4 cm

11.4 cm 11.4 cm
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SF18-S Inhabits Scales Series
Help to prevent scales build-up and corrosion in high temperature foodservice equipment. A proportioning forced-
feed-orifice delivers a carefully metered amount of a unique high-temperature scale inhibitor, sequestering the 
hardness minerals that form on boiler walls, sensors, brewer spray heads and heating coils.  The Sanitary 
Quick Change (SQC) design allows fast and easy cartridge change-outs.

Model No Connection Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Reduction Claims

SF18-S 3/8” FNPT HF8-S 6 (22.7)
70,000 

(265,000)
scale inhibition3

SF18-S

11.1 cm

44
.1 

cm

CI CI

3	  Scale Inhibition is tested and verified by manufacturer’s laboratory

Water Filtration System for

WAREWASHING
Steam is 100% water

The cleanliness of tableware and food are both important,  

3M™ Water Filtration System can improve the cleanliness  

and hygiene during warewashing

3M Commercial inhibit scales series can reduce equipment 

maintenance and suspens ion of production time and hence 

enhance the productivity

Spots on dishware are unappealing to customersScale build-up on nozzles can reduce equipment productivity

3M
™
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For prolonging the life span of SF18-S, suggest to install a 	
pre-filter system ahead of SF18-S, please refer P.41 for details 
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*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1	  Scale Inhibition is tested and verified by manufacturer’s laboratory

Model No Connection Replacement 
Cartridge

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Reduction Claims

AP1610 3/4” BSP AP110 6 (22) - Rust, dust and sediment

SF18-S 3/4” FNPT HF8-S 6 (22)
70,000 

(265,000)
Scale inhibition1

Water Filtration System for

Combi Steamer 
Steam is 100% water

Scale build-up in equipment, reduce the service life  

of the steamer 

AP1610 SF18-2

31
 c

m

10.6 cm 7 cm

26
 c

m

3M
™
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Filter  
Model No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

HF10-MS
VH3-NPT

Valve-in-Head

1 (3.8)
3,500 

(13,249)
0.5 Sediment, chlorine taste  

& odor, cyst2 and  
scale inhibition3HF20-MS 1.5 (5.7)

9,000 
(34,069)

0.5

HF10-MS

26
.4

 c
m

8.5 cm

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
**	Used with VH3-NPT Filter Head
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3	  Scale Inhibition is tested and verified by manufacturer’s laboratory

HF20-MS

39
 c

m

8.5 cm

Water Filtration System for

Coffee Machine
Scale build-up can become harmful to a coffee machine’s interior

Excess chlorine can affect the taste & texture of coffee
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Filter 
Model 

No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction Claims

HF10-MS

VH3-NPT 
Valve-in-Head

1 (3.8)
3,500 

(13,249)
0.5

Sediment, chlorine 
taste & odor, cyst2 

and scale inhibition3

HF20-MS 1.5 (5.7)
9,000 

(34,069)
0.5

HF30-MS 1.7 (6.3)
14,000 

(52,995)
0.5

HF40-S 2.5 (9.5)
25,000 
(94,635)

0.2
Bacteria1, sediment, 

chlorine taste & 
odor, cyst2 and scale 

inhibition3

HF60-S NH3-NPT 
Inlet Shut-off 
Valve Head

3.3 (12.6)
35,000 

(132,489)
0.2

HF90-S 5 (18.9)
54,000 

(204,412)
0.2

HF10-MS HF20-MS HF30-MS

26
.4

 c
m

39
 c

m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF40-S HF60-S HF90-S

29
.7

 c
m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

  Scale Inhibition Water Filtration Cartridge 

HF-MS & S  Direct  Drink Filtration Series
*Used with VH3-NPT or NH3-NPT Filter Head

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229)  
	 and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3	  Scale Inhibition is tested and verified by manufacturer’s laboratory

3M
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HF-MS & S  Clearness  Filtration Series
*Used with VH3-NPT or NH3-NPT Filter Head

Filter 
Model 

No

Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron 
Rating 
(micron)

Reduction Claims

HF15-MS

VH3-NPT
Valve-in-Head

1 (3.8)
3,500 

(13,249)
5

Sediment, chlorine 
taste & odor and 
scale inhibition3

HF25-MS 1.5 (5.7)
10,000 
(37,854)

1

HF35-MS 1.7 (6.3)
12,600 

(47,696)
1

HF45-S 2.1 (7.9)
25,000 
(94,635)

3

HF65-S NH3-NPT
Inlet Shut-off 
Valve Head

3.3 (12.6)
35,000 

(132,489)
3

HF95-S 5 (18.9)
54,000 

(204,412)
3

HF15-MS HF25-MS HF35-MS

26
.4

 c
m

34
.6

 c
m

45
.6

 c
m

8.5 cm 8.5 cm 8.5 cm

HF45-S HF65-S HF95-S

29
.7

 c
m

37
.3

 c
m

52
.5

 c
m

11.3 cm 11.3 cm 11.3 cm

*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may be slightly different from the product image. Specification are subject to change with notice
3	  Scale Inhibition is tested and verified by manufacturer’s laboratory

3M
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3M's Dual Port and Dual Flow systems are engineered to provide high flow rates, high  
capacities and the benefits of individual equipment filtration in a single compact package

All-in-One  
Central Water Filtration System

Filtered Water Supply Out 
(Line 1) for Cold Beverage

•	Effectively reduce bacteria1, 
sediment, chlorine taste & odor 
and cyst2

Filtered Water Supply 
Line 1

Filtered Water Supply 
Line 3

DP290

•	Effectively reduce bacteria1, 
sediment, chlorine taste & odor 
and cyst2.  The filter features a 
scale-inhibition media to protect 
your coffee machine from 
scaled-related damage

•	Effectively reduce bacteria1, 
sediment, chlorine taste & 
odor and cyst2.  The filter 
features a scale-inhibition 
media to help reduces scale 
build-up.

Filtered Water Supply Out 
(Line 2) for Ice Machine

Filtered Water Supply Out 
(Line 3) for Coffee Machine

*For prolonging the life span of the filter, suggest to install a 
pre-filter system ahead of All-in-One Central Water Filtration 
System, please refer P.41 for details

Raw water supply in

Filtered water supply out

3M
™
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Raw Water Supply

Filtered Water Supply 
Line 2
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79.3cm

Upgrade

System Size:

DP190

61.8cm

43.8cm

64cm
DP290

DP390

Model No Connection Filter Head 
Model

Flow Rate 
GPM (LPM)

Capacity 
Gals (Liters)

Micron Rating 
(micron)

Reduction Claims

DP190

3/4” FNPT

Cartpak DP190 5 (18.9)
54,000 

(204,412)

0.2
Bacteria1, sediment, 

chlorine taste & odor, 
cyst2 and scale inhibition3

DP290 Cartpak DP290 10 (37.9)
108,000 

(408,823)

DP390 Cartpak DP390 15 (56.8)
162,000 
(613,235)

Expanding from a twin filter system 
(DP290) to a triple filter system (DP390) 
in cooperating with future business 
development.

DP390

Flexible & Expandable

3M
™
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*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
3	 Scale Inhibition is tested and verified by manufacturer’s laboratory
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In order to prolong the life span of the post-precision filter, it is recommended to install 3M™ Drop-In 
Style Pre-filter system (AP1610/ CFS11T/ CFS12T) first.  3M™ Aqua-Pure™ AP110 with grooved cartridge 
design effectively filters rust, dust and sediment.  The pre-filter system can also be equipped with 3M™ 
Aqua-Pure™ AP117, a carbon based drop in cartridge with extra chlorine taste & odor reduction function.

Pre-Filter Water Filtration System

Model 
No Connection Replacement 

Cartridge
Max.  

Pressure 
Max.  

Water Temperature
Housing  
Material

AP1610 3/4” BSP AP110/ AP117
8.6 Bar  
(125 psi)

Stainless Steel Housing: 
99˚C (210˚F)

Stainless Steel 
Housing comes 
with AP110 filter

CFS11T 3/4” NPT AP110/ AP117
5.5 Bar  
(80 psi) Transparent Housing:  

37.8˚C (100˚F)
Transparent Housing:   

37.8˚C (100˚F)

Transparent  
Housing

Transparent  
HousingCFS12T 3/4” NPT

AP110 (2pcs) /  
AP117 (2pcs) / 

CFS8504-B (1pcs)

5.5 Bar  
(80 psi)

Model No Flow Rate 
GPM (LPM)

Micron Rating 
(micron)

Max. Water 
Temperature Reduction Claims

AP110 8  (30.3) 5
76.7˚C  
(170˚F)

Rust, dust and sediment

AP117 3  (11.4) 5
37.8˚C  
(100˚F)

Rust, dust, sediment,  
chlorine taste & odor

CFS8504-B 12  (45.4) 10
37.8˚C  
(100˚F)

Rust, dust and sediment

Drop-In Style Replacement Cartridge

3M
™
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*	Data for reference only and based on half-year cartridge replacement 
**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice

AP1610 CFS11T CFS12T

31
 c

m

34
.3

 c
m

59
.4

 c
m

10.6 cm 11.6 cm 11.6 cm

AP110 AP117 CFS8504-B

24
.8

 c
m

24
.8

 c
m

49
.5

 c
m

6.4 cm 7.6 cm 11.6 cm
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3M™ Filter Head for Commercial Water Filtration System

1.	 For commercial use only with cold water
2.	 Do not use with water that is microbiologically unsafe or unknown quality without adequate disinfection 
3.	 System maximum operating water temperature and pressure are 38⁰C and 125psi  respectively
4.	 The inlet pressure of the Water Filtration System cannot exceed 125 psi. If the water pressure at the installation site exceeds 80 psi, a pressure 

reducing valve must be installed in front of the Water Filtration System. The pressure reducing valve shall be inspected and maintained every 
6 months. If you do not know how to choose, install or maintain a pressure reducing valve, please contact a licensed plumber

5.  When installing the water filtration system, allow a minimum of 7.6 cm(3") clear space under filter to facilitate cartridge change
6.	 The new filter cartridge must be flashed for 5-10 mins before use
7.	 If the system has not been in use for a long time, please turn off the water inlet valve to prevent accidents; if the Water Filtration System has 

not been in use for more than a week, please flash the filter cartridge for 5-10 minutes before use
8.	 The cartridge is recommended to be replaced every 6 months for better performance.  Cartridge life varies by water consumption and water 

quality but the maximum life is 12 months only 
9.	 The pipeline installation of the Water Filtration System shall meet the requirements of relevant pipeline construction standards. The System 

must be installed by a licensed plumber
10.	3M will not be liable for any system failure due to improper maintenance 

Water Pressure Gauge  
Indicates Cartridge Status

 General Instruction of 3M™ Commerical Water Filtration System

VH3-NPT (Valve-in-Head)

Change-out filter without shutting off 
the water supply

(For BEV120. 130 & 140)

NH3-NPT (High Flow; Valve-in-Head)

Can support water flow of 18.9 L/min

(For BEV160 & 190)

3M
™
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Beverage Bar 
 BEV140

•Suitable for high flow demand 
from Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean & 
hygienic

*  Pls refer P.29 for details

Coffee Machine 
 BREW125-MS

•With scale inhibition function, 
prevent damage to coffee/
espresso machines

•Effectively reduce chlorine in water 
which affects the taste & texture of 
coffee

*  Pls refer P.38 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, 
salad, fruits and other ready-
to-eat food

•Effectively reduce chlorine in 
water which impacts the taste 
of the dish

•0.2 microns filtration accuracy, 
effectively filter 99.99% 
Water-borne bacteria¹ and 
cyst²; clean & hygienic

*  Pls refer P.30 for details

Ice Machine 

 BEV120
•Effectively filter sediment and 

particulate; prevent equipment 
damage

•Reduce chlorine in water 
which affects the taste of ice-
cube

•Effective filter water-borne 
bacteria & cysts; clean & 
hygienic

*  Pls refer P.29 for details

Western Restaurant
Solution for Food & Beverage Service
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**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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Beverage Bar 
 BEV140

•Suitable for high flow need 
from Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean 
& hygienic

*  Pls refer P.39 for details

Combi Steamer 
 AP1610 + SF18-S

•Effectively filter rust, particulate & sediment; help to 
reduce equipment maintenance and suspension of 
production time 

•With scale inhibition function, prevents damage to combi 
steamer

*  Pls refer P.35 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, salad, fruits 
and other ready-to-eat food

•Effectively reduce chlorine in water which 
impacts the taste of the dish

•0.2 microns filtration accuracy, effectively 
filter 99.99% Water-borne bacteria¹ and 
cyst²; clean & hygienic

*  Pls refer P.30 for details
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Chinese Restaurant
Solution for Food & Beverage Service

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts
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Beverage Bar 
 BEV140

•Suitable for high flow need from 
Beverage Bar

•Effectively reduce chlorine in 
water which affects the taste of 
beverage

•0.2 microns filtration accuracy, 
effectively filter 99.99% Water-
borne bacteria¹ and cyst²; clean & 
hygienic

*  Pls refer P.29 for details

Cooking Ramen 
 BEV195

•Suitable for high flow demand from restaurant
•Effectively reduce chlorine in water which 

affects the taste
*  Pls refer P.33 for details

Food Washing 
 BEV160

•Suitable for cleaning seafood, sashimi, cold dish, 
fruits and other ready-to-eat food

•Effectively reduce chlorine in water which impacts 
the taste of the dish

•0.2 microns filtration accuracy, effectively filter 
99.99% Water-borne bacteria¹ and cyst²; clean & 
hygienic

*  Pls refer P.30 for details
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Japanese Restaurant
Solution for Food & Beverage Service

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts

453M Commerical Water Filter System



餐飲業使用方案建議
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Solution for Food & Beverage Service

Taiwanese Teashop

  DP190

•Suitable for high flow demand from Beverage Bar

•Effectively reduce chlorine in water which affects 
the taste of beverage

•0.2 microns filtration accuracy, effectively filter 99.99% 
Water-borne bacteria¹ and cyst²; clean & hygienic

*  Pls refer P.40 for details

**	Actual product color and size may differ slightly from the product images. Specifications are subject to change without notice
1	 Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 49642) in manufacturer’s lab test
2	 Certified to NSF Standard 53 for Cyst Reduction. Based on testing using Cryptosporidium parvum oocysts  
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商用濾水系統
Commercial

Water Filtration System

Valid until:     

2023

Re
f#

Merchants who purchase 3M™ Commercial Water Filtration System through 

3M Authorized Distributor of Commercial Water Filtration, can apply to join 

3M Quality Water Scheme (subject to terms and conditions) after installation. 

Merchant will be awarded with a 3M Quality Water Label (valid for 12 months) 

which can be displayed in your store and promotion materials.

3M will promote “3M Quality Water Scheme” regularly for establishing a 

positive image for your brand and strength consumer’s confidence in your 

store. Please kindly contact your Authorized Distributors of Commercial 

Water Filtration for details.

3M Quality Water Scheme
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3M商用濾水系統特約經銷商
3M Authorized Distributor of Commercial Water Filtration

3M Hong Kong Limited

       2806 6111

       www.3M.com.hk

新界葵涌和宜合道97-109號百新大廈8樓809-810室
Flat 809-810, 8/F, Park Sun Building, 97-107 Wo Yi Hop Rd, Kwai Chung, N.T.

巴丹工程公司
Annapurna Engineering Co.

(852) 2423 8120
(852) 2421 3486

main2@biznetvigator.com(852) 2881 8270
(852) 2116 8354

enquiry@tnc.com.hk
www.tnc.com.hk

Total Nutrition Center Ltd.
全營推廣有限公司

九龍新蒲崗五芳街28號利森工廠大廈8樓A室
Flat A, 8/F,Wing Hin Factory Building, 31-33 Ng Fong Street, San Po Kong, Kowloon

CandyFong
Stamp

CandyFong
Stamp

CandyFong
Stamp




